L'appareil est utilisé pour déterminer Ia
perméabilité a I'air des tissus, y compris les tissus
industriels, les tissus sans texture et les produits
textiles ayant une perméabiilité a lair. Le
porte-échantillons de 20 cm? est fourni avec
'appareil.

Il permet de réduire la pression jusqu'a 500 pa. La
perméabilité a l'air est enregistrée en dm®min.
L'appareil peut étre contrélé a partir de son écran
numérique.

Les porte-échantillons 5-20-25-38-50-100 cm?
peuvent étre fournis sur demande.

It used to determine the air permeability of all kind
of fabrics including industrial fabrics and fabrics
without texture. 20 cm? sample holders are
supplied with the device as a standard.

Possibility of decreasing pressure up to 500 pa.
Air permeability is saved as dm?*/min. The device
can be controlled from its digital screen.
5-20-25-38-50-100 cm? sample holders can be
provided upon request.

APPAREIL DE CONTROLE DE LA PERMEABILITE DE L'AIR
AIR PERMEABILITY TESTER
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NORMES & STANDARDS

BS5636, EN ISO 9237, DIN 53887, ASTM D737, ASTM D3574, TAPPI, T251, AFNOR G07-111, EDANA 140.1

info@gateslab.com



