EQUIPEMENT DE TEST D’INFLAMMABILITE POUR LES
ISSUS DE CAPITONNAGE
FLAMMABILITY TEST RiG (UPHOLSTERY)

|

Il détermine le degré d’inflammabilité en ce qui concerne les matériaux de tissu de
capitonnage. L'équipement de test et recouvert avec de la mousse standard et de tissus
soumis aux tests. Linstallation est ensuite mise a feu en utilisant une source de flamme

standard et 'opération de la progression du feu est observée.
L’ensemble est composé d’équipements de tests larges et petits, de compteurs, d’'un mesureur

du flux et de 10 sources d’'inflammabilité avec des boites fermées.
Il existe des coussins de mousse, des cages d’arbres, des tubes inflammatoires, des formes de

coupe et des cigarettes standard dans les accessoires qui sont optionnels

For determining the ignitability of material combinations for upholstered seating. The test rigs
are covered with standard foam and the fabric under test. The assembly is then ignited using
one of the standard ignition sources and the combustion process is monitored.

Includes large and small test rig, timer, flow meter.

Optional accessories include foam pads, wooden cribs, burner tube, cutting templates, and

standard cigarettes

NORMES & STANDARDS
BS 5852 PARTS 1-2, ISO 8191 PARTS 1-2
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