SYSTEME D’ATTRIBUTION NUMERIQUE DES NUMEROS
DES FILS
DIGITAL YARN COUNT SYSTEM

Il posséde de nombreuses fonctionnalités telles que I'échelle textile et le logiciel d’analysee
(numéro de mesure des fils), Tex, Denier, NM, NEC, CV, obtention de la moyenne. Les options
de longueur sont 3yd, 7yd, 120yd, 840yd, 2m, 10m, 100m et 500m. Les applications offertes sont
la moyenne arithmétique de I'écart type (MOYENNE) le plus élevé et le plus bas, sur demande,
envoie des informations sur un ordinateur ou une imprimante et de nombreuses autres
caractéristiques de relevage.

It has numerous features such as textile scale and software (thread number meter), Tex, Denier,
NM, NEC, CV, averaging. The length options are 3yd, 7yd, 120yd, 840yd, 2m, 10m, 100m and
500m. The offered applications are arithmetic average Standard deviation (AVERAGE) highest
and lowest values, upon request sends the information to a computer or printer and many other
weighing features.
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NORMES & STANDARDS
1ISO 2060/3801, BS 2471, BS EN 12127, BS EN ISO 2060, IWTO 22-82, IWSTM 13,

ASTM D 1907/2646/3776
info@gateslab.com



