APPAREIL DE PREPARATION DES CHARTES DES FILS
YARN SAMPLE WINDERS

Il est utilisé pour préparer une charte de fils de maniére appropriée, rapide et répétable.
L'appareil est électronique et motorisé. Les réglages de vitesse peuvent étre effectués de
maniére numérique. On peut réaliser une combinaison de vitesse souhaitée selon I'épaisseur du
fil. Lappareil est capable d’effectuer des enroulements entre 1 et 20. La longueur d'enroulement
peut étre ajustée de maniére électronique entre 1 ... 60 mm. Il est adéquat pour les pratiques de
laboratoire et également disponible pour les enroulements professionnels. Grace a ses
caractéristiques d'ajustement précis, il permet d’obtenir des échantillons d'enroulement qui sont
trés proche de I'effet du tissu.

It used to prepare a proper, speedy and repeatable thread numbered card. Device has an
electronically controller and an engine. The speed adjustments can be done digitally depending
on the thread’s thickness. A desired speed combination can be established. The device is able to
undertake windings between 1 and 20. The winding length can be electronically adjusted
between 1 .....60 mm. Together with the laboratory practices; it is also available for Professional
winding. Though its precise adjustment features, it enables winding samples which are the
closest to the fabric’s effect
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