APPAREIL DE CONTROLE DE LA DECHIRURE ELMENDORF
ELMENDORF TEARING TESTER

Il est utilisé pour mesurer la résistance de déchirure
balistique des matériaux de textile, des feuilles de
papier et des cartons avec une pendule descendant
commander par microprocesseur. Des gabarits et des
lames de découpge sont fournis pour la préparation
de |'échantillon.

800 cN (1,75 Ib)

1600 cN (3,5 Ib)

3200 cN (7,0 Ib)

6400 cN (14 Ib)

Vous pouvez choisir les unités de résitance a la
déchirure mN, cN, N, g, kg, oz et Ib et afficher les
résultats sur I'écran.

Vous pouvez aussi visionner la pendule utillisée et le
nombre d’échantillons.

Les informations statistiques concernant les essais
réalisés peuvent aussi étre affichés sur I'écran.
L'appareil posséde de maniére standard une sortie
RS232.
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The tearing strength is displayed on a digital screenat = 22X Dtz

the end of each test as mN, cN, N, g, kg, oz ve |b Em=T=TerTaTal
selectable units. The display also shows the number

of samples and used pendulum. Statistical

information about the tests can be seen on the screen.

The device includes RS232 output as a Standard.

NORMES & STANDARDS
BS 4253, BS EN ISO 13937-1, BS 4468, ASTM D1424, DIN 53862, M&S P29, ISO 9290, ISO 4674-2, ASTM D5734,
NF 609-149, ISO 9073-4, ASTM D689, DIN 53128, EN 21974, ISO 1974, JID P8116, TAPPI T414, SCAN P11
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