APPAREIL VERTICALE PNEUMATIQUE D’ESORRAGE
PNEUMATIC HEAVY DUTY PADDER VERTICAL

Il est utilisé pour les opérations d’essorage suivant la teinture et le lavage des tissus. Il posséde
des cylindres vertivaux de 350 mm de large. Un bac de teinture est placé devant les cylindres.
La dureté du cylindre est de 70 cétes.

La vitesse de passage du tissu peut étre réglée entre 0 et 15 m / min. La pression de
compression des cylindres peut étre réglée entre 0 et 6 bars. |l exsiste un systéme de réglage de
la balance permettant d’obtenir une pression égale sur toute les surfaces. Il y a uen serrure de
sécurité entre les cylindres. Il dispose d'un systéme de douche en rouleaux. L’appareil
d'enroulement du tissu et |a station d'attente peuvent étre inclus en option.

It used for compression operations post dyeing and washing of the fabrics. It has cylinders of 350
mm wide located vertically. The cylinder hardness is 70 shores.

The fabric’s passage speed can be set between 0 and 15 m/min. The compression pressure of
the cylinders can be set between 0 and 6 bars. There’s a balance adjustment system enabling
equal pressure. It has squeezing safety locks between the rolls. It has a showering roll washing
system.

Cloth wrapping apparatus and waiting station can be included as an option.
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